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TOP OF CONCRETE FOUNDATION SHALL BE STEEL
TROWELED, FINISH LEVEL FOR ACCURATE SETTING OF
ARCH PRECAST CAP, SET CAP IN 3/8”" MORTAR BED
ON CONCRETE COLUMN & LEVEL
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NOTE:

- CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING
TREES IN A PLUMB POSITION THROUGHOUT THE WARRANTY

PERIOD.

— REMOVE SOIL FROM ROOTBALL TOP TO UNCOVER TREE ROOT
PLANT SO ROOT FLAIR IS VISIBLE AND AT OR
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- CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING
TREES IN A PLUMB POSITION THROUGHOUT THE WARRANTY

— REMOVE SOIL FROM ROOTBALL TOP TO UNCOVER TREE
PLANT SO ROOT FLAIR IS VISIBLE AND AT OR
SLIGHTLY ABOVE GRADE.

FASTEN TREE TO 3/16” GALVANIZED STEEL BRAIDED CABLE

CONNECTED TO BLACK RUBBER BANDS(NO WIRE AROUND

TRUNK ALLOWED) SECURE FIRMLY AND NEATLY ALL ENDS.

FABRIC GUYING STRAP WITH HOSE CHAFING GUARD

WRAP TREE W/4” WIDE TREE WRAPPING MATERIAL AS
\ SPECIFIED TO 1ST BRANCHING

& 3/16" GALVANIZED STEEL BRAIDED CABLE FLAGGED FOR

VISIBILITY

INDEPENDENTLY
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LAWN OR PLANTING BED (SEE 7/L—6.4 FOR SPADE EDGE DETAIL)
3" LAYER MULCH TO 6” OUTSIDE OF STAKE CIRCUMFERENCE

(3) 2"X4"X24” LONG ANCHORS DRIVEN BELOW FINISH GRADE.

TURNBUCKLE AT EACH GUY LINE TO ADJUST TENSION

—H— REMOVE BURLAP, TWINE, ROPE AND WIRE FROM TOP HALF OF
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